
Carbon dioxide Sensor CO2 SM MHZ‐19 
The universal device smart‐MAIC D105 can be connected to a sensor for measuring the level of carbon dioxide 
CO2, in common people "carbon dioxide". The measuring range for CO2 is 0‐5000ppm (the number of CO2 
particles per million air particles).  

  
Specifications: 
Supply voltage: 5V 
Operating temperature: 0...+50°C 
Operating humidity: 0...90%RH 
Working current: less than 60mA; peak 150mA. 
Measuring range: 0 .. 5000ppm 
Measurement accuracy: ±50ppm 
Warm up time: 3 min 
 
RS485 Interface 
Connection RS485: 
|  Vcc |  ‐ +5В 
|    A   |  ‐ A RS485 
|    B   |  ‐ B RS485 
| GND | ‐ GND 
 
In the devices WEB UI, in the Counter menu 
select the RS485 sensor: CO2 SM MZH 
 
Dashboard widget settings: 
Add an indicator or chart widget and select: 
Your device D105 
Data: T5 
Arithmetic operation: * 10 
Digits: 0 

RS485 Protocol 
Request 

Byte0  Byte1  Byte2  Byte3  Byte4  Byte5  Byte6  Byte7  Byte8 

Start 
Byte  

Sensor #   Command   ‐  ‐  ‐  ‐  ‐  Checksum  

0xFF  0x01  0x86  0x00  0x00  0x00  0x00  0x00  0x79 

Response  

Byte0  Byte1  Byte2  Byte3  Byte4  Byte5  Byte6  Byte7  Byte8 

Start 
Byte  

Sensor #   Concentration  
(High Byte)  

Concentration  
(Low Byte)  

‐  ‐  ‐  ‐  Checksum  

0xFF  0x86  HIGH  LOW  ‐  ‐  ‐  ‐  Checksum  

 
Done! 
support.smart‐maic.com 
 


